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Double Braided Grease Outlet hoses

TEChniCAL sPECiFiCATiOns

DiAMETER
Internal 4 .8 mm (0 .2 inches)

External 12 .5 mm (0 .5 inches)

PREssURE RATinGs AT 23 ºC (73 ºF)
Working 415 bar (5,800 psi)

Min Burst 1650 bar (24,000 psi)

MiniMUM BEnDinG RADiUs 90 mm (3 .5 inches)

MARkinG White screen printing marking

MADE IN EU

DEsCRiPTiOn
High pressure grease outlet hoses to be used in all types of grease guns . These 
rubber hoses are double steel braided . Threads are always 1/8" NPT in all the 
available lengths .
This product conforms to DIN 1283 . (Lever grease gun and accessories) and it is 
manufactured in Europe .
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AVAiLABLE PRODUCTs
PART no. DEsCRiPTiOn wEiGhT GRAMs  wEiGhT POUnDs LEnGTh mm LEnGTh inChEs
GREAsE OUTLET hOsEs
140 020 Double steel braided grease outlet hose F-290 124 0 .27 300 11 .8

140 030 Double steel braided grease outlet hose F-340 135 0 .30 340 13 .4

140 040 Double steel braided grease outlet hose F-400 151 0 .33 400 15 .7

140 050 Double steel braided grease outlet hose F-500 177 0 .39 500 19 .7

140 060 Double steel braided grease outlet hose F-600 204 0 .45 600 23 .6

140 070 Double steel braided grease outlet hose F-700 230 0 .51 700 27 .6

140 080 Double steel braided grease outlet hose F-800 257 0 .57 800 31 .5

140 090 Double steel braided grease outlet hose F-900 283 0 .62 900 35 .4

140 100 Double steel braided grease outlet hose F-1000 310 0 .68 1 .000 39 .4

140 155 Double steel braided grease outlet hose F-1500 442 0 .98 1 .500 59 .1

140 200 Double steel braided grease outlet hose F-2000 575 1 .27 2 .000 78 .7

140 300 Double steel braided grease outlet hose F-3000 840 1 .85 3 .000 118 .1

140 400 Double steel braided grease outlet hose F-4000 1 .105 2 .44 4 .000 157 .5

140 500 Double steel braided grease outlet hose F-5000 1 .370 3 .02 5 .000 196 .8

140 600 Double steel braided grease outlet hose F-6000 1 .635 3 .61 6 .000 236 .2

140 700 Double steel braided grease outlet hose F-7000 1 .900 4 .19 7 .000 275 .6

140 800 Double steel braided grease outlet hose F-8000 2 .165 4 .77 8 .000 315

140 990 Double steel braided grease outlet hose F-10000 2 .695 5 .94 10 .000 393 .7

GREAsE OUTLET hOsEs wiTh FOUR jAw COUPLER
141 020 Double steel braided grease outlet hose FH-290 155 0 .34 337 13 .3

141 030 Double steel braided grease outlet hose FH-340 165 .6 0 .37 377 14 .8

141 040 Double steel braided grease outlet hose FH-400 181 .5 0 .40 437 17 .2

141 050 Double steel braided grease outlet hose FH-500 208 0 .46 537 21 .1

141 200 Double steel braided grease outlet hose FH-2000 605 .5 1 .34 2 .037 80 .2

141 400 Double steel braided grease outlet hose FH-4000 1 .135 .5 2 .50 4 .037 158 .9

ACCEssORiEs
121 060 Lock-on grease coupler

121 011 GC grease coupler

Large ferrules for improved crimping

Abrasion 
resistant 
surface 

Double 
braided


